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NOTES:

1. PHASES ASSOCIATED BY A SOLID LINE WILL
NOT OPERATE CONCURRENTLY.

2. PHASES ASSOCIATED BY A DASHED LINE SHALL
OPERATE CONCURRENTLY.

280’

UTILITY LEGEND

TELEPHONE CABLES
GAS MAIN

WATER MAIN

SEWER MAIN

> = o

ELECTRIC CABLES
AERIAL CABLES

> mon = ) —

BC BURIED CABLE

SB STORM DRAIN

GEOMETRIC LEGEND

EXISTING GEOMETRICS

PROPOSED GEOMETRICS

-y

o Il

T O = o

CONSTRUCTION DETAILS

Remove and saivage existing pole mounted controlier and cabinet.

wire at disconnect switch. Instalil 1'in.
cabinet.
Install a base mounted controiler and cabinet (size &)

schedule 80, & two — 2 in.

Use existing handhole. Maintain existing
conductor agluminum shielded cable.

Use existTing handhole.
Use and adjust existing handhole +o final grade.

Adjust existing handhole fto Tingl grade. Maintoin existing
To proposed 2 conductor aluminum shielded cable.

Use existing condul-Tt.
Re-wire existing signal head.

lUse existing pole base.
Install 2 in. PVC schedule 80 electrical

{90 degree bend at wood polel.

as shown.

PVC scheduls B0 condult bends).

conduit — trenched

Disconnect powsr service

LB and rewire service teed 1o proposed controller

{Note: Two — 4 1n. PVC

O

loop detector wire and re—spiices to proposed 2

foop detector wire and re-splice

for proposed telephons drop .

trenchsad.

Rewire existing street light lumingire.

Install two — 4 in. schedule 80 PVC electrical conduits -~
Cap and abandon existing conduit.

Install 3 in. PVC schedule 80 electrical conduit — siotted.

GENERAL NOTES

CONTRACTOR MUST TRENCH AND INSTALL ALL CONDUITS
PRIOR TO POURING CONCRETE UNLESS IT 1S OTHERWISE NOTED
ON THE PLANS .

‘0.0." INDICATES DELAY OUTPUT LOOP DETECTOR.
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